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DRY
MOTORCYCLE BATTERIES
Proven by advanced technology. Batteries that meet basic starting needs, which require maintenance 
during use by topping up with demineralized water. The battery is activated when filled with electrolyte, 
acid package included. Due to the separate acid package. It can be stored for an extended period 
before being put into use.
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CONVENTIONAL
TECHNOLOGY
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 Top quality conventional battery

 Top starting performance

 OEM compatible
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Article Number
Nominal 
Voltage 

(V)

Capacity Ah 
(10hr) CCA Length 

(mm)
Width 
(mm)

Height 
(mm)

Total 
Height 
(mm)

Layout Terminal

MD 6N2-2A 6 2 10 70 46 97 97 +

-

MD 6N4-2A-4 6 4 - 71 71 96 96 +

-

MD 6N4-2A-7 6 4 - 71 71 96 96 +

-

MD 6N4A-4D 6 4 - 61 57 130 130

MD 6N4B-2A 6 4 10 102 48 96 96 +
-

MD 6N4B-2A-3 6 4 - 102 48 96 96 +

-

MD 6N5,5-1D 6 5,5 - 90 70 100 100

MD 6N6-3B 6 6 - 99 57 111 120

MD 6N6-3B-1 6 6 - 99 57 111 111

MD 6N7-1 (B39-6) 6 7 - 126 48 126 126

MD B38-6A 6 13 - 119 83 161 161

MD B49-6 6 10 - 91 83 160 160

MD 6N11A-1B 6 11 - 122 62 131 131

MD 6N11A-3A 6 11 - 122 62 131 131

MD 6N11A-4 6 11 - 120 60 131 131

MD LB3L-A 12 3 28 98 56 110 110

MD LB3L-B 12 3 28 99 57 111 111

MD LB4L-B 12 4 50 120 70 92 92

MD LB5L-B 12 5 60 120 61 130 130

MD 12N5,5-3B 12 5,5 55 135 60 130 130

MD 12N5,5-4A 12 5,5 55 137 61 129 129

MD 12N5,5-4B 12 5,5 55 135 60 130 130

MD 12N5,5A-3B 12 5,5 55 103 90 114 114

MD 12N7-4B 12 7 70 135 75 133 133

MD LB7-A 12 7 80 135 75 133 133

MD LB7C-A 12 7 80 130 90 114 114

MD LB7L-B 12 7 80 135 75 133 133

MD LB9A-A 12 9 115 135 75 155 155

MD LB9B 12 9 95 135 75 139 139

MD LB9L-A2 12 9 95 135 75 139 139

MD LB9L-B 12 9 95 135 75 139 139

MD LB10L-A2 12 11 130 134 89 145 145

MD LB10L-B 12 11 130 134 89 145 145

MD LB10L-B2 12 11 130 134 89 145 145

FOR APPLICATIONS PLEASE VISIT WWW.LANDPORTBV.COM
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DRY
MOTORCYCLE BATTERIES

MODELS & SPECIFICATIONS

Article Number
Nominal 
Voltage 

(V)

Capacity Ah 
(10hr) CCA Length 

(mm)
Width 
(mm)

Height 
(mm)

Total 
Height 
(mm)

Layout Terminal

MD LB12A-A 12 12 150 134 81 160 160

MD LB12A-B 12 12 165 134 81 160 160

MD LB12AL-A 12 12 165 134 81 160 160

MD LB12AL-A2 12 12 150 134 81 160 160

MD LB12C-A 12 12 150 134 81 175 175

MD LB14-A2 12 14 170 134 89 166 166

MD LB14A-A2 12 14 170 134 89 176 176

MD LB14-B2 12 14 170 134 89 166 166

MD LB14L-A2 12 14 170 134 89 166 166

MD LB14L-B2 12 14 170 134 89 166 166

MD HYB16A-A 12 16 190 151 91 180 180

MD LB16AL-A2 12 16 210 207 71,5 164 164

MD LB16B-A 12 16 175 160 90 161 161

MD LB16B-A1 12 16 175 160 90 161 161

MD 12Y16A-3B 12 19 210 186 82 171 171

MD LB16B 12 19 220 175 100 155 155

MD LB16CL-B 12 19 220 175 100 175 175

MD LB16L-B 12 19 220 175 100 155 155

MD L50N18LA2 12 20 260 205 90 162 162

MD L60-N24L-A 12 24 280 184 124 170 170

MD LHD4-12 12 29 280 205 130 165 165

MD L60-N30-A 12 30 300 184 130 170 170

MD L60-N30L-A 12 30 280 184 130 170 170

MD LB30CL-B 12 30 300 165 130 192 192

MD LB30L-B 12 30 300 165 130 176 176

MB L60-N35L-A* 12 30 300 233 131 167 167

FOR APPLICATIONS PLEASE VISIT WWW.LANDPORTBV.COM

Article Number Brand Voltage Current Range (Ah) @12V

PS SC10 SC Power 6/12V 1A 5-20

PS SC38 SC Power 6/12V 0,8/3,8A 1.2-60

RECOMMENDED BATTERY CHARGER

*Acid packaging not included.
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